
PARTS LIST AND MATERIAL

Material ID W5:Material ID W4:Material ID W1:DescriptionItem

AISI 316, DIN 1.4401; 1.4436; 1.4571 or 

with similar corrosion resistance

AISI 304, DIN 1.4301 or with similar 

corrosion resistance

AISI 430, DIN 1.4016 or with similar corrosion 

resistance

Clamp Band1

AISI 316, DIN 1.4401; 1.4436; 1.4571 or 

with similar corrosion resistance

AISI 304, DIN 1.4301 or with similar 

corrosion resistance

Steel, choice of manufacurer. Zinc plated black 

passivated 

Clamp Housing2

AISI 316, DIN 1.4401; 1.4436; 1.4571 or 

with similar corrosion resistance

AISI 304, DIN 1.4301 or with similar 

corrosion resistance

Steel, choice of manufacurer. Zinc plated blue 

passivated 

Screw3
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NOTICE TO PERSONS RECEIVING THIS DRAWING AND/OR TECHNICAL INFORMATION:
 
MPC Industries BV claims proprietary rigths to the material disclosed hereon. This drawing and/or 
technical information is issued in confidence for engineering information only and may not be 
reproduced or used to manufacture anything shown or referred to hereon without direct written 
permission from MPC Industries BV to the user. This drawing and/or technical information is the
property of MPC Industries BV and is loaned for mutual assistance to be returned when its purpose
has been served.
THIS DRAWING AND/OR TECHNICAL INFORMATION IS THE PROPERTY OF MPC INDUSTRIES 
BV
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General Tolerances: according to: DIN 2768-vL

 

SURFACE TREATMENT AND OR PROTECTION:

Sheet: 1 / 1

Art.No: ST Series
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S

1
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BAND WIDTH 12MM DIMENSIONS AND SIZES

Ød: ØD: b1: S1: b2: h1: S2:

15 25 12
0,5 till 1

20 16 7

19 29 12
0,5 till 1

20 16 7

22 32 12
0,5 till 1

20 16 7

26 38 12
0,5 till 1

20 16 7

32 44 12
0,5 till 1

20 16 7

38 50 12
0,5 till 1

20 16 7

44 56 12
0,5 till 1

20 16 7

50 65 12
0,5 till 1

20 16 7

58 75 12
0,5 till 1

20 16 7

68 85 12
0,5 till 1

20 16 7

77 95 12
0,5 till 1

20 16 7

87 112 12
0,5 till 1

20 16 7

104 138 12
0,5 till 1

20 16 7

130 165 12

0,5 till 1
20 16 7

155 180 12
0,5 till 1

20 16 7

175 205 12
0,5 till 1

20 16 7

200 231 12

0,5 till 1
20 16 7

226 256 12
0,5 till 1

20 16 7

251 282 12
0,5 till 1

20 16 7

277 307 12

0,5 till 1
20 16 7

302 325 12
0,5 till 1

20 16 7

321 350 12
0,5 till 1

20 16 7

346 375 12
0,5 till 1

20 16 7

371 400 12
0,5 till 1

20 16 7

396 425 12
0,5 till 1

20 16 7

BAND WIDTH 9MM DIMENSIONS AND SIZES

Ød: ØD: b1: S1: b2: h1: S2:

8 14 9
0,5 till 1

14 14 7

11 17 9
0,5 till 1

14 14 7

13 20 9
0,5 till 1

14 14 7

TORQUE VALUES IN Nm

Band Width

(b1):

Free Torque

(FT):

Advised

Torque

(AT):

Minimum

Breaking

Torque

(BT):

9 1.0 3.0 4.0

12 1.0 5.0 6.5

1.5 MAX

1,6 ±0,3

Min. 4

8 ±1,0

Notes:

• Clamping Ranges (Ød = ØD) are according SMS2298

• Material ID and other dimensions according to DIN 3017-1 

• Comparable Standards: DIN 3017-1; NFE27-851; SAE J1508 Type FE; BS5315
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